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(iv) Conduct a validation check be-
fore initial operation or upon reloca-
tion or replacement of a sensor. Valida-
tion checks include comparison of sen-
sor values to calibrated pressure meas-
urement devices or to pressure simula-
tion using calibrated pressure sources. 

(v) Conduct accuracy audits every 
quarter and after every deviation. Ac-
curacy audits include comparison of 
sensor values to calibrated pressure 
measurement devices or to pressure 
simulation using calibrated pressure 
sources. 

(vi) Perform monthly leak checks on 
pressure connections. A pressure of at 
least 1.0 inches of water column to the 
connection must yield a stable sensor 
result for at least 15 seconds. 

(vii) Perform a visual inspection of 
the sensor at least monthly if there is 
no redundant sensor. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.4580 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. Environ-
mental Protection Agency (EPA), or a 
delegated authority such as your 
State, local, or tribal agency. If the 
Administrator has delegated authority 
to your State, local, or tribal agency, 
then that agency (as well as the EPA) 
has the authority to implement and en-
force this subpart. You should contact 
your EPA Regional Office to find out if 
implementation and enforcement of 
this subpart is delegated to your State, 
local, or tribal agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator and are not transferred to the 
State, local, or tribal agency. 

(c) The authorities that will not be 
delegated to State, local, or tribal 
agencies are listed in paragraphs (c)(1) 
through (4) of this section: 

(1) Approval of alternatives to the re-
quirements in §§ 63.4481 through 4483 
and §§ 63.4490 through 4493. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.4581 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the CAA, in 40 CFR 63.2, and in 
this section as follows: 

Additive means a material that is 
added to a coating after purchase from 
a supplier (e.g., catalysts, activators, 
accelerators). 

Add-on control means an air pollution 
control device, such as a thermal oxi-
dizer or carbon adsorber, that reduces 
pollution in an air stream by destruc-
tion or removal before discharge to the 
atmosphere. 

Adhesive, adhesive coating means any 
chemical substance that is applied for 
the purpose of bonding two surfaces to-
gether. Products used on humans and 
animals, adhesive tape, contact paper, 
or any other product with an adhesive 
incorporated onto or in an inert sub-
strate shall not be considered adhesives 
under this subpart. 

Assembled on-road vehicle coating 
means any coating operation in which 
coating is applied to the surface of 
some component or surface of a fully 
assembled motor vehicle or trailer in-
tended for on-road use including, but 
not limited to, components or surfaces 
on automobiles and light-duty trucks 
that have been repaired after a colli-
sion or otherwise repainted, fleet deliv-
ery trucks, and motor homes and other 
recreational vehicles (including camp-
ing trailers and fifth wheels). Assem-
bled on-road vehicle coating includes 
the concurrent coating of parts of the 
assembled on-road vehicle that are 
painted off-vehicle to protect systems, 
equipment, or to allow full coverage. 
Assembled on-road vehicle coating does 
not include surface coating operations 
that meet the applicability criteria of 
the Automobiles and Light-Duty 
Trucks NESHAP. Assembled on-road 
vehicle coating also does not include 
the use of adhesives, sealants, and 
caulks used in assembling on-road ve-
hicles. 
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